
Canopy 3x3
PRINT TEMPLATE

3029 x 2175 mm / scale 1:1

the size after confection
2935 x 2097 mm / Area visiva / Finished size

the graphics will be cropped to this size

in this area place important logos, text, images

3029 x 2175 mm / Area di stampa / print size

2842 x 203 and 1117 x  609 mm / Area sicura / Safe area

- File PDF o JPG In CMYK
- Profilo colore Fogra 39
- I file in RGB verranno convertiti automaticamente dal RIP
- Convertire i testi in tracciati
- Includere le immagini risoluzione minima 150DPI
- Rimuovere le tracce della DIMA

- create artwork in CMYK model PDF o JPG
- Profile color Fogra 39
- RGB files will be automatically converted by the RIP
- convert all text fonts to curves (outlines)
- make sure all images are embedded resolution 150DPI
- Rremove template guides before saving



Area di stampa / TRIM AREA - 3079 x 2222mm
NOT VISIBLE WHEN DISPLAYED

Area Visiva / FINISHED AREA - 3003x 2146mm
VISIBLE WHEN DISPLAYED

Area Sicura / SAFE AREA - 2743 x 1816mm
KEEP IMPORTANT TEXT/LOGOS WITHIN THIS AREA 

parete 3x3
PRINT TEMPLATE

3079x2222 mm / scale 1:1

- File PDF o JPG In CMYK
- Profilo colore Fogra 39
- I file in RGB verranno convertiti automaticamente dal RIP
- Convertire i testi in tracciati
- Includere le immagini risoluzione minima 150DPI
- Rimuovere le tracce della DIMA

- create artwork in CMYK model PDF o JPG
- Profile color Fogra 39
- RGB files will be automatically converted by the RIP
- convert all text fonts to curves (outlines)
- make sure all images are embedded resolution 150DPI
- Rremove template guides before saving

Nella versione stampa esterna questa parte riamane nascosta sotto la mantovana
In the external print version this part remains hidden under the valance



SCHEDA PRODOTTO

Gazebo standard 3x3 in alluminio

• Grafica in tessuto con cinghie in velcro per fissare la stampa delle pareti ai montanti
• Possibilità di stampa delle pareti mono e bifacciali
• Tessuto di alta qualità da 270 g/m2
• Certificazione B1
• Resistente alle intemperie



SCHEDA PRODOTTO

Gazebo standard 3x3 in alluminio

INFORMAZIONI DI BASE

SKU
Sizes (mm)
(A x B x C)

Formato (mm)
Dimensioni visibili (mm)

(VXxVY)
Distanza tra i fori (mm)

(XxY)

T3-GWO 3000 x 2200 x 5 3000 x 3000 mm - -

Orientamento Weight (kg)

Verticale 25,0

INFORMAZIONI SULL'IMBALLAGGIO

Unità di imballaggio 1
(mm)

Unità di imballaggio 2
(mm)

Unità di imballaggio 3
(mm)

400 x 380 x 15 - -

Numero di pezzi della
tavolozza

Peso del pallet (kg) Tipo di tavolozza

- - -

ALTRE INFORMAZIONI

Product certifications EAN

DIN4102B1 8596052164828



Set-Up

Step 1 
Before you begin, have your existing Tent Frame 
legs in their lowest position. 

NOTE:

Step 2
Verify the front of the Full Tent Wall. 

Step 3 

NOTE:

Step 4

-

(Canopy  and Tent Frame 
Sold Separate)

Zipper attachment locat
ed on each vertical end 
to secure to other Tent 
Full Walls. (Half Walls 
do not have zippers)

NOTE:

NOTE:
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GRAPHIC/IMPRINTED “FRONT” SIDE
(viewed outside of tent)

Product Parts

1 - Full Tent Wall
1

All Full Tent Walls are designed with zippers on the vertical ends so
they can be zipped together.       

        

 
 

Manual Tent Full Wall

Full Tent Wall(s) are 
easiest installed with 
two people.

Full Tent Walls are imprinted with the front as 
viewed when standing outside the tent frame. The 
zipper pull will always be on the right hand side 
when viewing from outside the tent frame

Secure loop Velcro™ 
on corner of Full Tent 
Wall to hook Velcro ™ 
located on Tent Frame. 
Repeat for opposite 
corner. Loop all straps around the top of the tent Frame and 

secure to loop Velcro™ that is sewn to the Full Tent 
Wall. You may need to double wrap the strap before 
securing.

(if canopy is in position, it 
will need to be pulled up at 
the corners to expose the  
hook Velcro™ on the 
Frame)



Set-Up Continued...

Step 7

Step 9 
Finish zipping all Full Tent Walls

Step 8

Step 5

Storage and Care

Note: if you flip one wall, you will have to flip all walls in order to zip
together at corners.  

Step 6
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Zip Full Tent Wall 
from top to bottom

NOTE:
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For more than one Full 
Tent Wall: Attach 
together by zipping 
from top to bottom. 
Since the tent frame is 
not yet extended to its 
full height, zip only half 
way down to secure.

Loop all straps around 
each leg of the tent 
Frame and secure to 
loop Velcro™ that is 
sewn to the Full Tent 
Wall.

Remove Full Tent Wall(s) from Frame and Store in a cool dry location. 
Care Instructions: Spot Clean w/Mild Soap & Water, Air Dry Only 
Do NOT Dry Clean / Do NOT Iron 

Straps fit best when velcro™ 
strips are aligned flush to 
one another. 

Secure valance of existing canopy over 
the Full Tent Wall. Loop Velcro™ on 
underside of valance will secure to 
Hook Velcro™ on Full Tent Wall 
corners.

With Full Tent Wall secured at the top, you can now 
release and extend the telescoping legs to your desired 
height and lock the legs into place. Full Tent Wall 
height is made to have the frame in the 3rd push 
button position. So the 
bottom of the Full Tent 
Wall is almost to the floor




